
The IP network paging microphone has several paging modes include: zone paging, group paging, all 
zone paging, two-way intercom. The IP network paging microphone has built-in LCD to display program 
status and its IP address. It has built-in 2W speaker with excellent sound clearance to ensure the 
communica�onis smooth and clear. This microphone design adopts advance technology to avoid echo 
noise and to avoid data delay as well.

HEINRICH PM8 IP Network Paging Microphone (IP paging console/IP paging sta�o)nis used for paging 
over network to remote speaker zones. This paging microphone can be installed anywhere of the LAN 
system.

● PM8 microphone with exquisite appearance, elegant cra� and modern design.

    second.
● 7 inch touch screen user friendly interface.

● One external microphone input and one aux output for sound system.

● Several paging capaci�es: one paging, group paging, all zone paging, two-way intercom.
● Built-in 2W full-range monitor speaker with clear voice restora�on and no echo noise.
● Support mul�ple paging modes, including paging wai�, paging forwarding, no answer reminding.
● Support hand-free call and program broadcast receiving with earphone or headphone input for 
    monitor and communica�on.

● Full duplex two-way communica�on fom any point to another intercom system.

● 24V DC power supply, the power adapter is included in the packaging.

● Embedded PC technology, built in DSP and high speed industrial chip to ensure start �me less than 1 
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Disclaimer: As per our company policy one of the constant product improvements the right is there for reserved to modify the product specificaa�on without prior no�ce
and the picture shown in the datasheet is a design base, the actual picture may vary. 
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